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—— SROUND ROD (COPPER)-
- 3/47 DIAMETER X 8'—0" LONG
TYPE "A
QURE_AND — #4 BARE COPPER WIRE
IMPORTANT:. CENTER CONDUIT AND : ——15-1/2"——
GROUND_WIRE IN_BOLT CIRCLE . NDUIT AND
WITHIN 3" DIAMETER. CIRCLE

1" DIAMETER CONDUIT, SCHEDULE 40,
RUN TO 4" ABOVE CONCRETE FOOTING
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PLAN PLAN CONDUIT (TYPICAL)

2—-1/4" GROUT

FOUR 5/8" DIAMETER x 30" LONG GALVANIZED
ANCHOR BOLTS, 5/8"—11-NC x 4—1/2" WITH 3" BEND

LEVELING NUT AND FLAT WASHER

1/2" ISOLATION JOINT AROUND PERIMETER WHERE SIDE—
WALK 1S LOCATED (EXTEND 1—3/4" BELOW GROUT.)
TN

ANCHOR BOLTS PROJECT

" ” 3—1/2" ABOVE FINISHED
ANCHOR BOLTS PROJECT FOUR 5/8" DIAMETER x 18" LONG GALVANIZED GRADE.

ANCHOR BOLTS, 5/8"—11—NC x 4—1/2" WITH 6" BEND
4-1/2" ABOVE GRADE.\\H 4 / /

#4 BARE COPPER WIRE
i LEVELING NUT AND FLAT WASHER )
I BRICK PAVERS
== H ==+ #4 BARE COPPER WIRE (OR CONCRETE AN l

S . #3 BARS 10" ON CENTER EACH SipE  SIDEWALK) P R .
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#6 BARS 10" ON CENTER F ALy Ty L
e o 1 SIDEWALK
EACH WAY, TOP AND BOTTOM /4i 1T LT E SIDE W
1. SPREAD FOOTINGS ARE TO BE USED AL '

GROUND ROD (COPPER)- o iyl L Ty \
AS AN ALTERNATE WHEN UTILITY AND 3/4" DIAMETER X ~ Fu, . 4 . 1" DIAMETER CONDUIT, SCHEDULE 40,
ELEVATION DRAINAGE STRUCTURES ARE PRESENT, 5/ gv | onG JE Iy A o IR SO G asHEDULE 40,
SUBJECT TO THE APPROVAL OF THE N ' :

ﬂu " - . : 1n
GOVERNMENTAL ENGINEER. CONCRETE FOOTING | > It _{_
SPREAD FOOTING 2. ELECTRIC PULL BOXES (HANDHOLES) 2" S AN f‘T

ARE TO BE A UNIFORM DISTANCE FROM TYPICAL f N T

THE BACK OF THE SIDEWALK. LOCA- 16" N
TIONS SHALL BE DETERMINED BY #2 TES @ 10 FOUR #5 BARS
ELECTRIC POWER BOARD (E.P.B.) INSPEC— CENTER TO CENTER @ 8" SQUARE
A TOR AND GOVERNMENTAL INSPECTOR. ELEVATION
WL, 3. CONDUIT TRENCHING PER E.P.B. APPROVED

” ' C. B SITE PLAN DRAWING AND TRENCH SPECI— . )
¢ . ° FICATION OF 24" DEEP X 6" WIDE. BACKFILL 33-P (PUG)” — 303.01,

TRENCH WITH 33—P* STONE. FOUNDATION TYPE A, GRADING D ("33-P"),

TENNESSEE D.O.T. SPECIFICATIONS
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CITY OF CHATTANOOGA AND HAMILTON COUNTY

FOUNDATION DETAILS (12" PEDESTRIAN LIGHT POLE)

1 REVISIONS AS MARKED OR CLOUDED 8/2U01 DATE OF ORIG‘NAL ISSUE
R0 N 2022°\ DECEMBER 10. 1999 STANDARD NUMBER:  SD-507.01






